
 
 
 
 
 
Thinking Space Worktops 
Thinking Space supply a wide range of colours and finishes for worktops from the Polyrey and Egger ranges, suitable for control 
room environments. Below are a selection of colours held in stock, with more variations available to order from the complete range. 
 
 
Technical Specification Egger 
 

 

 

 

 

 

 

 

 

 

 

Worktop thickness:   33mm (including laminate) 

Worktop construction:   Covered in a high pressure laminate (HPL).  This is an eco-certified product, its primary component is 
paper (65%), a renewable resource that comes from sustainably and responsibly managed forests 

Surface properties:  
Surface properties compliant with standard EN 438-2 
Resistance to stains (group 1 and 2) class 5 

Environmental rating: PEFC certified. Guarantees that the wood and raw materials used in our products come from 
sustainably managed forests  

Impact resistance:  20N (small ball) 

Colour fastness:   class 6 (under artificial light) 

Fire rating:  ME class 2 

Superficial heat resistance: 180o 

Care and Maintenance: Clean with mild detergent and warm water 



 
 
 
 
 
Thinking Space Worktops 
Thinking Space supply a wide range of colours and finishes for worktops from the Polyrey and Egger ranges, suitable for control 
room environments. Below are a selection of colours held in stock, with more variations available to order from the complete range. 
 
 
Technical Specification Polyrey  
 

Worktop thickness:   33mm (including laminate) 

Worktop construction:   Covered in a high pressure laminate (HPL).  This is an eco-certified product, its primary component is 
paper (65%), a renewable resource that comes from sustainably and responsibly managed forests 

Surface properties: Sanitised anti-bacterial treatment, authorised as a hygienic surface 
Surface properties compliant with standard EN 438-2 
Resistance to stains (group 1 and 2) class 5  

Environmental rating: PEFC certified. Guarantees that the wood and raw materials used in our products come from 
sustainably managed forests  

Impact resistance:  20N (small ball) 

Colour fastness:   class 6 (under artificial light) 

Fire rating:  ME class 2 

Superficial heat resistance: 180o 

Care and Maintenance: Clean with mild detergent and warm water 


